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GENERAL NOTES
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ALL CONSTRUCTION SHALL COMPLY WITH THE LATEST APPROVED EDITION OF
THE NORTH CARCLINA BUILDPING CODE.

INSTALL ALL ITEMS IN ACCORDANCE WITH THE MANUFACTURER'S RECOMMENDED

INSTALLATION PROCEDURE,

ALL PARTITION DIMENSIONS ARE TO FINISHED FACE OF MATERIAL, UNLESS NOTED

OTHERWISE.

GENERAL CONTRACTOR TO CHECK AND VERIFT ALL DIMENSIONS, CLEARANCES

AND CONDITIONS IN FIELD BEFORE BEGINNING CONSTRUCTION.

BY ACCEPTING THIS CONTRACT THE CONTRACTOR REPRESENTS THAT HE HAS
VISITED THE SITE, FAMILIARIZED HIMSELF WITH THE LOCAL CONDITIONS UNDER

WHICH THE WORK 18 TO BE PERFORMED AND CORRELATED HIS OBSERVATIONS

WITH THE REQUIREMENTS OF THESE CONTRACT DOCUMENTS.

THE ARCHITECT OR HIS DESIGNATED REFPRESENTATIVE WILL BE THE
INTERPRETER OF THE REQUIREMENTS OF THESE CONTRACT DOCUMENTS.

ANY CHANGES OR WORK NOT INCLUDED IN THESE CONTRACT DOCUMENTS SHALL

BE AFPPROVED BY THE OUNER PRICR TO ADDITIONAL WORK BEING
PERFORMED.

CONTRACTOR SHALL MAINTAIN CONSTRUCTION AREA TO CONFORM TO ALL
AFPLICABLE LIFE SAFETY CODES.

ALTERATION TO THE EXISTING FIRE ALARM AND EMERGENCY COMMUNICATION
SYSTEM SHALL BE INCLUDED, AND SCHEDULED WITH OUNER FRIOR TO WORK,

COORDINATION OF MATERIALS, INSTALLATION REQUIREMENTS, MEANS AND

METHODS, STRUCTURAL, MECHANICAL AND El ECTRICAL SYSTEMS, SHALL BE THE

RESPONSIBILITY OF THE CONTRACTOR.
CONTRACTOR SHALL TAKE ALL PRECAUTIONS TO KEEP MATERIALS DRYT AND

FREE FROM MOLD AND MILDEW. REMOVE AND REPLACE ANY MATERIALS FOUND

TO HAVE MOLD OR MILDEW.

CONTRACTOR SHALL CUT AND PATCH EXISTING CONSTRUCTION AS REQUIRED
FOR THE WORK. ALL PATCH REPAIRS SHALL MATCH EXISTING ADJACENT
SURFACE MATERIALS AND FINISHES AND SHALL BE SEAMLESS BETWEEN NEW
AND EXISTING. PATCHED WALLS SHALL BE PAINTED IN THEIR ENTIRETT.

CONTRACTOR SHALL NOTIFT OUWNER IN WRITING AND SCHEDULE WORK MIN 48
HOURS PRICR TO COMMENCING WORK.

GENERAL SPECIAL NOTES

THE BUILDING AND SURROUNDING SPACES WILL REMAIN IN USE DURING
CONSTRUCTION. THE CONTRACTOR SHALL NOTIFY THE OWNER OF UPCOMING
DISRUPTIVE OR EXCESSIVELY NOIST ACTIVITIES THAT MAY DISTURE
SURROUNDING SFPACES.

THE CONTRACTOR SHALL REMOVE DEBRIS AND TRASH DAILY AND SHALL
MAINTAIN THE CONSTRUCTION SITE IN A CLEAN AND SAFE CONDITION.

THE CONTRACTOR SHALL PROVIDE THEIR OUN RESTROOMS FACILITIES ON SITE.

© THE CONTRACTOR SHALL ENFORCE STRICT DISCIPLINE AND GOOD ORDER
AMONG THE CONTRACTOR'S EMPLOTEES AND OTHER PERSONS CARRYING OUT

THE CONTRACT WORK. THE CONTRACTOR SHALL NOT PERMIT EMPLOYMENT OF
UNFIT PERSONS OR FPERSONS NOT SKILLED IN TASKS ASSIGNED TO THEM.

TOBACCO PRODUCTS AND ANT FORM OF SMOKING, ALCOHOL, DRUGS, ETC.
SHALL NOT BE ALLOWED ON COLLEGE PROPERTT.

PROJECT DESCRIPTION

SCOFE COF WORK

THE INTENT OF THE PROJECT [&:

RENOVATION COF EXISTING FIRST FLOOR TOILET ROOMS TO BECOME
HANDICAP ACCESSIBLE TOILET ROCMS TO EXTENT FEASIBLE ON THIS LEVEL.

DEMOLITION, ALTERATION, WALLS, CEILINGS, LIGHT FIXTURES, PLUMBING
FIXTURES, HVAC, ALARM STSTEM AND OTHER ITEMS OF WORK AS INDICATED
ON THE DRAWINGS.

BID NOTES

CONSTRUCTION BID SHALL INCLUDE ALL MATERIALS, LABOR, PARTS, PIECES,

PERMITS, ACCESSORIES AND OTHER ITEMS REQUIRED TO PROVIDE COMPLETE AND

FINISHED WORKL
BASE BID SHALL INCLUDE ALL WORK REQUIRED TO PROVIDE COMPLETE AND

FINISHMED WORK, INCLUDING INCIDENTAL WORK NOT SHOUN BUT REQUIRED FOR A

PROPERLY FINISHED PROJECT.
BIDS sHALL INCLUDE THE FOLLOUWING INFORMATION:

A, LUMP sUM BASE BID AMOUNT
B. ESTIMATED TIME FOR CONSTRUCTION.

C.  ALLOWANCES: THE FOLLOWING AMOUNTS SHALL BE INCLUDED IN THE BID:

1. CONCEALED CONDITIONS - $3500.00

NOTE: INSTALLATION OF ALLOWANCE ITEMS SHALL BE INCLUDED IN BASE
BID AND ARE NOT PART OF THE ALLOWANCE UNLESS OTHERWISE NOTED.
INSTALLATION SHALL INCLUDE INSTALLATION OF ALL COMPONENTS AND

PREFPARATION OF SUBSTRATE.
D. BID ALTERNATE NO. |

l. PROVIDE AN ALTERNATE COST FOR INSTALLING CONCEALED WALL HUNG
TOILET CARRIERS (TO BE APPROVED BY OUNER PRIOR TO FPURCHASE)

PROJECT MANAGEMENT

. A PRE-CONSTRUCTION MEETING WILL BE HELD PRIOR TO BEGINNING
CONSTRUCTION TO COORDINATE ACTIVITIES, SCHEDULE, WORK HOURS,
SAFETY, DELIVERIES, STAGING, PARKING, ETC, AND CONTRACTOR WIL.L
PROVIDE A DRAFT/FPRELIMINARY SCHEDULE OF YALUES AND PROJECT
SCHEDULE.

2. PROGRESS REVIEW MEETINGS WILL BE HELD MONTHLY A% DIRECTED BY THE
OUWNER. '

3. APPLICATIONS FOR PAYMENT SHALL BE SUBMITTED MONTHLY ON AlA
DOCUMENT G122 WITH CONTINUATION SHEETS. A RETAINAGE OF 5% SHALL BE
WITHHELD UNTIL SUBSTANTIAL COMPLETION OF THE PROJECT AT WHICH TIME
AN AMOUNT EQUAL TO OR GREATER THAN THE COST OF THE REMAINING
FPUNCH LIST ITEMS SHALL BE WITHHELD UNTIL FINAL COMPLETION.

4. A SCHEDULE OF VALUES AND PROJECT SCHEDULE SHALL BE SUBMITTED
AND AFPPROVED FPRIOR TO SUBMITTING THE FIRST APPLICATICON FOR
FPAYMENT.

5. NO PATYMENT WILL BE MADE FOR CHANGES IN THE WORK UNLESS SUCH
COSTS ARE APPROVED AND AUTHORIZED IN WRITING IN ADYANCE.

. SHOP DRAWINGS AND SUBMITTALS SHALL BE PROVIDED FOR ALL ITEMS TO
BE PURCHASED OR FABRICATED. SUBMIT THE FOLLOUWING FOR APFPROYAL
PRIOR TO FPURCHASE:

a. LIGHT FIXTURES AND WIRING DEVICES

b. ALARM STSTEMS.

c. PLUMBING AND TOILET FIXTURES AND FAUCET SETS
d. HYAC GRILLES AND DIFFUSERS

e. ACOUSTICAL CEILING GRID AND TILE

f. TOILET ACCESSORIES.

g.TOILET AND URINAL PARTITIONS.

h. MIRRORS.

I CAULKING AND SEALANT.

SUBMIT THE FOLLOWING FOR COLOR SELECTION:

a. PAINT COLORS (DOORS, WALLS, AND TRIM) - SHERWIN WILLLAMS.
b.PHENOLIC SINKS

c. TOILET AND URINAL PARTITIONS

d.CERAMIC TILES 4 GROUT,

e.CAULKING AND SEALANT.

THE ABOVE ARE MINIMUM REQUIREMENTS. PROVIDE ADDITIONAL
SUBMITTALS AS NEEDED FOR PROFER CO-ORDINATION AND APPROVAL.

1. THE CONTRACTOR SHALL MAINTAIN A RECORD SET OF DRAWINGS ON THE
JOBSITE AND SHALL NEATLY MARK CHANGES OF CRITICAL INFORMATION
REGARDING CONSTRUCTION. THE RECORD DRAWINGS SHALL BE DELIVERED
TO THE OWNER AT COMPLETION OF THE WORKL

& AT COMPLETION OF THE WORK AND PRIOR TO PATYMENT OF RETAINAGE THE
CONTRACTOR SHALL PROVIDE THE FOLLOWING:

a. CERTIFICATE OF OCCUPANCY

b. AFFIDAVIT OF PATMENT CF DEBTS AND CLAIMS

c. AFFIDAVIT OF RELEASE OF LIENS

d. NOTEROCK. CONTAINING THE FOLLOUWING:

. NAME, ADDRESS, PHONE NO. OF GENERAL CONTRACTOR

ILNAME, ADDRESS, PHONE NO. OF SUBCONTRACTOR AND MAJOR
SUPPLIERS

1. MATERIAL COLOR SELECTIONS

v, WARRANTIES

v.OPERATION MANUALS, HANDS ON TRAINING OF OUNERS STAFF AND
PRODUCT CUTSHEETS

9. AlA DOCUMENT A201-2007 GENERAL CONDITIONS OF THE CONTRACT 1S

APFLICABLE AND 1S MADE A PART OF THE CONTRACT AND PROJECT
REQUIREMENTS.

MATERIAL & INSTALLATION NOTES

L &GTPSUM WALL BOARD FINISHED TO FINISH LEVEL 4. SET FLUSH WITH EXISTING
WALL/CEILING SURFACES WITH SEAMLESS TRANSITION.

2. %" TYPE "X" FIRE RESISTANT RATED GWB - TOILET ROOMS WALLS TO BE MOISTURE
AND MOLD RESISTANT.

3. CEILING GRID - | 5" ARMSTRONG PRELUDE XL 2'x2' GALY METAL (WHITE)
4. CEILING TILE - I" ARMSTRONG CALLA (WHITE).

©. FLOOR TILE - 18'xI8" FLORIDA TILE SLATE OR APPROVED EQUAL. INSTALL BY THINSET
METHOD OVER EXISTING FLLOOR TILE. PROVIDE HANDICAP ACCESSIBLE VINTL
TRANSITION AT DOORWATS. SUBSTRATE PREFPARATION AS RECOMMENDED BY THE
MANUFACTURER. AND TILE INSTALLER.

6. WALL TILE -~ 4" x 4" (TOP &'-&" AFF) FLORIDA TILE OR APPROVED EQUAL. INSTALL
USING THINSET METHOD. SUBSTRATE PREFPARATION AS RECOMMENDED BY THE
MANUFACTURER BY TILE INSTALLER.

1. 4'x&" ACCENT WALL TILE FLORIDA TILE OR APFPROVED EQUAL INSTALLED 4" WIDE
AROUND ROOM.

8. WALL AND FLOOR GROUT TEC 2¢| SANDSTONE BEIGE.

2. PAINT - UNLESS OTHERWISE NOTED, INTERIOR PAINT SHALL BE SHERWIN WILLIAMS
BEST GRADE, ONE PRIMER COAT AND TWO FINISH COATS. SEMI-GLOSS ON WALLS,
AND SEMI-GLOSS ON TRIM, WHERE ANY PART OF A ROOM OR SPACE REQUIRES
FPAINTING, THE ENTIRE ROOM, INCLUDING EXISTING SURFACES SHALL BE PAINTED TO
MATCH OUNERS EXISTING COLOR SCHEME. THIS APFPLIES TO ALL GTPSUM WALL
BOARD.

a. PAINT SCHEDULE FOR BIDDING:
L (PT-1) BASE COLOR SHALL BE FROM MANUFACTURES FULL LINE OF
PREMIUM COLORS FOR WALL SURFACES AND TRIM TO MATCH BLDG STANDARDS.
2. PAINTED WALLS IN BATHROOMS SHALL BE SEMI-GLOSS ENAMEL, FROM
MANUFACTURES FULL LINE OF PREMIUM COLORS FOR WALL SURFACES AND TRIM,
W/ COLOR TO BE SELECTED BY OUNER.

6. CAULK - NP-| SONNEBORN. MATCH WALL COLOR IF VISIBLE, MOLD RESISTANT.

1. IF ENCOUNTERED - FIRE CAULK AND SEALANT - HILTI OR APPROVED EQUAL, FER UL
DESIGN REQUIREMENT.

8. VERIFY ALL SELECTIONS WITH OUNER PRIOR TO PURCHASE CEILING TILE, WALL AND
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CONSULTANTS —~

REVISIONS

3. INSURANCE:
A, BUILDERS RISK INSURANCE SHALL BE PROVIDED BY THE CONTRACTOR.
B. GENERAL CONTRACTOR SHALL PROVIDE VEHICULAR LIABILITY, GENERAL
LIABILITY AND WORKMAN'S COMPENSATION AND SHALL FPROVIDE PROCF OF
COVERAGE AND DOLLAR LIMITS OF EACH POLICY PRIOR TO EXECUTION OF
CONSTRUCTION CONTRACT.
C. MINIMUM COVERAGE SHALL BE AS FOLLOWS:

Qoo U Ro0o2o2 FPOLICT LIMIT.
H2O00DOD
AS PER STATE L.AWU
COST OF CONSTRUCTION

PUBLIC LIABILITY:
AUTOMOBILE LIABILITY:
WORKMAN'S COMPENSATION:
BUILDER'S RISK:

THESE DRAWINGS AND SPECIFICATIONS REPRESENT AN INSTRUMENT OF SERVICE AND AS SUCH SHALL REMAIN 1M OWNERSHIP WITH THE ARCHITECT. USE OR REPRODUCTION BY ANY MEANS, IN WHOLE OR (N PART, WITHOUT THE ARCHITECT'S CONSENT, IS PROHIBITED.

FLOOR TILE, PAINT, ETC.

APPENDIX "B" NOTES:

FIRST FLOOR:

. OCCUPANCY CLASSIFICATION - B (EDUCATION ABOVE K-12)

2. OCCUPANT COUNT = T& (@@ SF/OCCUPANTAT)

3. CONSTRUCTION (TTFE [I-B) EXISTING

4. AFPPLICABLE CODE: NORTH CAROLINA EXISTING BUILDING CODE:
LEVEL 2 - ALTERATIONS.

SMITH BUILDING - FIRST FLOOR
RESTROOMS RENOVATIONS
CARTERETT COMMUNITY COLLEGE
MOREHEAD CITY, NC 28557
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PLUMBING NOTES:

. CONSTRUCTION BID SHALL INCLUDE ALL MATERIALS, LABOR,
FPARTS, PIECES, PERMITS, ACCESSORIES AND OTHER ITEMS
REQUIRED TO PROVIDE COMPLETE AND EINISHED WORK.

2. PROJECT REQUIRES RELOCATION OF FLUMBING FIXTURES.
CONTRACTOR SHALL OFEN WALLS AS REQUIRED FOR ACCESS
TO PLUMBING.

3. PLUMBING CONTRACTOR SHALL MAKE ALL NECESSARY
MODIFICATIONS TO PIPING, FITTINGS, ETC AS REQUIRED FOR
RENOVYATIONS IN ACCORDANCE WITH NCBUILDING CODE.

4. PROVIDE ESCUTCHEON PLATES, TRIM, FASTENERS, ETC. AS
REQUIRED FOR A COMPLETE AND FINISHED JOB.

5. PLUMBING CONTRACTOR SHALL INVESTIGATE THE CONDITION
AND USABILITY OF THE EXISTING WALL HUNG TOILET CARRIERS
(CONCEALED AND ADVISE THE OWNER OF THEIR
ACCEFPTABILITY FOR REUSE WITH THE NEW WALL HUNG TOILETS
AND URINAL.

6. FROYIDE AN ALTERNATE COST FOR INSTALLING CONCEALED
WALL HUNG TOILET CARRIERS (TO BE APPROVED BY CUNER
FPRIOR TC PURCHASE)

SEE BID ALTERNATE NO. |, SHEET TGI2I.

1. PROVIDE FINISHED PVC PIPE INSULATION FOR AlLL EXPOSED
FPIFING UNDER NEW SINKS.

8. RAISE EXISTING FLOOR DRAINS FOR NEW FLOOR TILE.

MECHANICAL NOTES:

. PROJECT REQUIRES REFLACEMENT OF MECHANICAL HvAC
SUPPLY DIFFUSERS AND RETURN EXHAUST GRILLS,,

2. PROVIDE AND INSTALL DIFFUSERS AND GRILLS TO MATCH
EXITING FIXTURES (TO BE APFPROVED BY OUNER PRIOR TO
FPURCHASE).

ELECTRICAL NOTES:

l. PROJECT REQUIRES REFPLACEMENT OF ELECTRICAL LIGHTING
FIXTURES AND SWITCHES, CONTRACTOR SHALL OFPEN WALLS AS
REQUIRED FOR ACCESS.

2. EXISTING FIRE ALARM AND COMMUNICATION FIXTURES SHALL BE
REUSED. REMOVE AND REINSTALL AS MAY BE REQUIRED FOR
RENOVATION OFPERATIONS. YERIFY THAT FIXTURES FUNCTION
PROPERLY AS COORDINATED WITH THE OWNER

3. ELECTRICAL CONTRACTOR SHALL MAKE AlLL NECESSARY
MODIFICATIONS TO EXISTING ELECTRICAL, AS REQUIRED FOR
RENOYATIONS IN ACCORDANCE WITH N. €, BUILDING CODE AND
NATIONAL ELECTRIC CODE.

4, PROVIDE AND INSTALL LIGHT FIXTURES TO MATCH EXISTING 2'x4'
LAY -IN LIGHT FIXTURES (TO BE AFPFPROVED BT OUNER PRICR
TO PURCHASE).

5. PROVIDE AND INSTALL PROXIMITY LIGHT SWITCHES TO
REFPLACE EXISTING LIGHT SWITCHES (TO BE APFPROVED BY
OUNER PRIOR TO PURCHASE).

DEMOLITION LEGEND:

MIRROR SEALED

HEAD RAIL BRACED

AT SINK TOILET PARTITION
TILE ACCENT
//_ BAND
) 3
y 9
— 1 —F
1 g I
I—'—IA | 3 2
N ‘v
Y
/ ' | _\_\L_JjL _1 _tlr
URINAL SCREEN W/ —/ TILE BASE — QP
CONTINUOUS ANGLE 0
BRACKET TO WALL

AA\INTERIOR ELEVATION - TOILET ROOM

\GI0Y/ ECALE: 1/4'=1-O"

DEMOLITION NOTES:

e BXISTING WALL 4 ITEMS TO REMAIN

— — — EXISTING WALL ¢ ITEMS TO BE REMOVED

[ o] [l [)E]

REMOVE ¢ DISCARD FLUMBING FIXTURES.

REMOVE 4 DISCARD EXISTING TOILET
PARTITION ¢ DOOR.

REMOVYE ¢ DISCARD TOILET ACCESSORIES.

REMOVE ¢ DISCARD EXISTING CERAMIC
WwaALL TILE.

REMOVE ¢ DISCARD CERAMIC TILE BASE

REMOVE ¢ DISCARD DRINKING FOUNTAIN.

REMOVE ¢ REUSE SANITARY NAFPKIN
DISFENSER (STORE AS DIRECTED)

REMOVE ¢ CAP EXIST UTLITY HOSE BIBB
UNDER SINK, TO BE VYERIFIED W/ OUNER

REMOVE AND REFLACE EXISTING TOILET
FIXTURES, URINALS, TOILET PARTITIONS, GRAB
BARS, MIRRORS AND TOILET ACCESSORIES.

REMOVE AND REFLACE ALL EXISTING CERAMIC
TILE FINISHES AT WALLS AND BASES.

WHERE WALLS ARE ENTERED INTO, REMOVE OR
RELOCATE ELECTRICAL WIRING, PLATES, '
SWITCHES, ETC. AS REQUIRED

WHERE PLUMBING IS REMOVED AND NOT
REFPLACED TERMINATE AND CAP ALL LINES AS
REQUIRED BT CODE. AlL TERMINATIONS SHALL
BE CONCEALED IN WALLS OR UNDER FLOOR.
FPATCH TO MATCH EXISTING CONSTRUCTION AND
FINISH. PROVIDE ACCESS PANELS AS REQUIRED
BY CODE.

REPAIR ALL MATERIALS AND FINISHES TO MATCH
EXISTING WHERE DAMAGED OR DISTURBED BY
CONSTRUCTION/DEMOLITION,

DISFPOSE OF ALL REMOVED AND DISCARDED
MATERIALS LEGALLY AND LAWFULLY OFFSITE.

CEASE WORK [F INDICATED DEMOL.ITION
APPEARS TO NEGATIVELY IMPACT EXISTING
STRUCTURAL STSTEMS OR COMPONENTS. NOTIFY
CUNER AND ARCHITECT IMMEDIATELTY.
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ACCESS DOOR MEN'S ——

ONLY - FIELD LOCATE

TYPICAL ACCESSIBLE PLUMBING FIXTURE &

(B\TOILET ACCESSORIES ELEVATIONS

\GI0J/ ECALE: 1/4"=1-O"

MARIK DESCRIFTION MANUFACTURER MODEL NUMBER SIZE REMARKS
TA-1 GRAB BARS BRADLEY 832 SERIES (HD) AS PER DRAUNGS | 1-1/4" OC. TYPE 304 STANLESS STEEL RENOVATION NOTES:
WITH FEENED GRIP W/ CONCEALED
MOUNTING . PROVIDE AND INSTALL CEILING GRID AND
TA-2 WALL MOUNTED TOILET W/ AMERICAN STANDARD 3351576 (WHITE) (ADA PER DUWGS) TILE, POINT OF BEGINNING CENTER OF ROOM.
PROXIMITYT FLUSH VALVE W/ 5221122 (WHITE HD)
AND SEAT 2. FROVIDE ¢ INSTALL MVAC SUFPFLY DIFFUSERS
AND EXHAUST GRILL, AND REINSTALLED
TA-3 WALL MOUNTED URINAL W/ AMERICAN STANDARD 65922525 (WHITE) (ADA FER DUGS) '
3. PROVIDE AND INSTALL 4x4 WALL TILE ON ALL
. LvDv2 W/ THERMAL MIXING &' INSTALL WATER SUPELY PIPING WITH
TA-4 llg,ég_x E?;JW@T'EA% csér}u; ws BRADLEY VALVE (ASSE 12712 LISTED), STOP ON EA SUFFLY, W/ TRAP AND WALLS TO &6'-6" AFF. WITH 5-1/2" BASE AND
RAUCET ASSEMBLY (2) WASTE PIFING EA FAUCET AND 4x8 ACCENT BAND AS INDICATED.
DELTA 622T500 WITH (FT) ESCUTCHEONS & EXPOSED PIFE.
. - INSTALLED BY CONTRACTOR PREPARED FOR NEW FLOOR TILE, INSTALL ON
TA-5 TOILET PAPER HOLDER gélculis?"ra RROELY.OLUHON PROVIDED BY OWNER 45 DEF. WITH CENTER OF ROOM 45 BEGINNING
POINT, TO BE VERIFIED WITH OUNER PRIOR TO
TA-& SOAP DISFENSER CARO-5AN MECHANICAL | PROVIDED BY OUNER INSTALLED BY CONTRACTOR BEGINNING TO BE VERIFIED WITH OUNER.
FIGUNTED ON MIRROR 5. ALL TOILET FIXTURES AND SINKS TO BE
PROVIDED WITH HANDS FREE (PROXIMITY
TA-1 PAFER TOWEL DISFENSER TORK MATIC 551282 FiROVIDED BY OUNER INSTALLED BY CONTRACTOR ACTIVATION) OFERATIONS TO MATCH COLLEGE
TA-8 SANITARY NAPKIN DISPENSER | REUSE EXISTING STANDARDS.
TA-3 MIRROR BRADLEY 181-6042 W/ CHANNEL FRAME &. ALL TOILET FIXTURES, TOILET PARTITIONS 4
TOILET PARTITIONS BRADLEYT SERIES 42@ SENTINEL AS F'Eié DRAVINGS | PHENOLIC CORE, INTEGRAL HINGE, ALUM POORS AND TOILET ACCESSORIES SHALL
- o 7] ’
e | BRI e s TR SR, TN SRR T e
TA-l URINAL SCREEN BRADLEY SERIES *4 FLOOR MOUNTED AS FER DRAWINGS L!EI-IENO!;;C COEE‘K’END CONTINUOUS ALUM 1. PFROVIDE AND INSTALL WALL ACCESS PANEL
ALL BAR BRACKET. INTO PLUMBING CHASE TO BE FIELD LOCATED,
A5 APPROVED BY OWUNER
TA-12 BABY CHANGING STATION KOALA KARE (BOBRICK)| KB2@@-2@ CREAM 3" HgR[ZIONTAL MCUNTED - FARO\/IDE
BACKING FOR 262 LB LOAD 8. CAP AND CONCEAL ABANDONED WASTE AND
WATER 8UFPFPLY LINES, ETC. - TTFPICAL.
TA-13 WALL ACCESS DOOR MILCOR 32|19-223-9 22'x3@" KEYED ACCESS
NOTES:

. PROVIDE SOLID BLOCKING IN WALLS TO RECEIVE ACCESSORIES.
2, SUBMIT SHOP DRAUINGS FOR APPROYAL PRICR TC PURCHASE.
3. PROVIDE COLOR SAMFPLE FOR OUNER SELECTION UNLESS COLOR |$ INDICATED,
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NOTE: PROVIDE SOLID BLOCKING IN
WALLS AS REQUIRED TO MOUNT
GRAR BARS ¢ TOILET ACCESSORIES.

PROVIDE VINYL TRANSITION PROVIDE VINTL TRANSITION
STRIP BETWEEN FLOOR TILE ™~ e STRIP BETWEEN FLOOR TILE
AND EXIST VCT AN L AND EXIST VCT
FREPARE EXISTING FLOOR TILE FOR —__ NG ;/
INSTALLATION OF THIN SET CERAMIC | ceErAMIC TILE| [EXISTING
TILE FLOORING OVER EXISTING N VeT \
TA-4: SEAL ALL JOINTS BETWEEN | TAods BEAL ALL JOINTS BETWEEN
8INK AND WALL W/ MOLD
RESISTANT SILICON SEALANT SINK AND WALL W/ MOLD
= L RESISTANT SILICON SEALANT
TA-12 I /
TA-G 8 WOMEN | | L ——TA-12
) L * TA-&
o
TA-T—x 5 . \___HL
Tl LA TR
] - TA-5
TA-1l — = |f—TA-8
TA-3 7 o — TA-2
TA-5 i w =Aﬁ/;,.f—m-s.
TA-2 |||~ PrEPARE EXISTING FLOOR TILE
= | FOR INSTALLATION OF CERAMIC
2 \p | " TILE FLOORING OVER EXISTING.
TA-1@ ; N T H——Tawe
TA-13 —— o i'——;-zr_
SEAL ALL JOINTS BETWEEN WALL——] b k- || eHADING INDICATES
FIXTURES AND WALL W/ MOLD 1, L 9 i ACCESSIBLE FIXTURES - (TYF)
RESISTANT SILICON SEALANT (TYP) T
TA-2 ‘ | TA-2
TA-5 é TAs | T TAB
TA-I C TA-1
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THESE DRAWINGS AND SPECIFICATIONS REPRESENT AN INSTRUMENT OF SERVICE AND AS SUCH SHALL REMAIN IN QWNERSHIP WITH THE ARCHITECT. USE OR REPRODUCTION BY ANY MEANS, IN WHOLE OR IN PART, WITHOUT THE ARCHITECT'S CONSENT, IS FRCHIBITED.
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